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THANK YOU FOR YOUR BUSINESS.  IF YOU ARE NOT COMPLETELY SATISFIED IN ANY WAY 
WITH YOUR NEW LIGHT, PLEASE CONTACT US.  Our entire purpose as a company is to offer 
great products at affordable prices that our customers love. 

 
Please take a few minutes to read the installation instructions and become familiar with the 
wiring and installation before beginning to ensure a high quality, trouble free installation and 
use.  If you have any questions during your installation give us a call at 877-777-8693 or e-mail 
Support@Fishmaster.com 

 
 

NOTES ON INSTALLING AND USING YOUR NEW TOWER NAVIGATION LIGHT 
 

 TOOLS: Drill, 5/32 inch drill bit, screw driver, vacuum cleaner, 18 Ga wire, wire connector 

 Tower lights may reach a high temperature when operating.  Do not touch or wash the 
 lights for 10 minutes after use. 

 Only use 9-watt Wedge Base light bulb for replacement.   

 Use only 18 Ga or larger wire for additional wiring and read the light instructions included. 

 If you have questions wiring the light, please contact a marine wiring specialist that can 
look at your specific application.   

Monster Tower Navigation Lights Parts List 

Item Qty   Description 
1 1   Navigation Light 
2 1   Light Base 
3 3   Self Tapping Screws 1-1/4” long (1 screw is extra)  
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Mounting the light to the T-Top 

 
Put the Light base onto the bottom of the Navigation light. This will allow it to mount to the curved 
surface of the tower. 

 
 
Place your light on the T-Top where you would like it located. In the above photo, it is slight off 
center on the back of the top. Once it is located where you want, mark the hole locations for 
drilling. (See following page for wiring instructions) 
 
Using the 5/32-inch drill bit, drill the two screw holes for the mounting process. We recommend 
having somebody hold the vacuum hose under the hole to remove metal shavings as you drill so 
they do not get in the carpet of your boat. 
 
Once the holes are drilled, place the navigation light assembly in position and attach to the tower 
using the included self-tapping screws. We recommend doing this process by hand, as the 
screws may break off if done with a drill and are very hard to remove if they break. 
 
To wire the light, you will need enough 18 gauge wire to run from the Navigation light switch to 
the wire coming out of the light, which you will need to splice together using some form of inline 
connector, and then use heat shrink tubing or electrical tape to cover the splice.  
 
If you would like to run the wire through the tower you my do so by drilling a hole where the wire 
needs to go into the tower behind the base. Use the smallest hole you can that the wire will 
comfortably fit through. Additional tower wiring instructions are on the following page. 
 
The light is designed to fold down when not in use by pulling the locking lever on the side and 
swiveling the light out of the way. 
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Running Wires Through The Tower 

 
The following is specific to running wires on a Fishmaster T-Top, otherwise consult your T-Top 
installation manual or provider for instructions on running wire inside your tower.    

 
When you add lights or accessories to your Fishmaster, you can hide the wires inside of the 
tubing in the top section and the legs. You will need to go around the mating / folding joints as 
they are solid.  Since the mating parts insert ½” inside each end of the rear leg you can drill 1” 
away from the weld lines. Make sure to leave enough wire to allow for folding if you will be doing 
so. We recommend only running wires through the front legs, since when the tower is folded 
down the back legs separate from each other. 
 
The hole size will depend on what size wire you are running and how many items you need to 
wire.  The maximum hole size we recommend is ½” but normally smaller is all that is needed. 
 
We recommend covering the exposed wiring with 3/8” or 1/2” wiring loom and electrical tape for a 
professional, watertight appearance. 

  
 
 
 
 

Fishmaster, Inc. Warranty 
 

Fishmaster warrants this product (not including the lights and other 3rd party accessories) against 
manufacturers defects for a period of five (5) years.   Anodized surfaces are specifically excluded, 
as their care and use cannot be controlled by the manufacturer.  Any modifications or improper 
use, not approved in writing by Fishmaster, shall void this warranty.  Fishmaster is not 
responsible for personal injury or damage to the boat caused by the use of this product.  
Fishmaster’s obligation under this warranty shall not include any transportation charges or costs 
of installation or any liability for direct, indirect or consequential damages resulting from delay or 
improper installation.  Your time would be better spent fishing then reading warranty details.  If 
you need to make a warranty claim contact Fishmaster at 877-777-8693 to receive a return 
authorization, number which is required for all claims.  Defects must be reported within 30 days of 
discovery. 
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