ACO PRODUCT SPECIFICATION

TRAILER GLYDE SLICKS
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o Easily install our Trailer Glyde Slicks on carpeted or
c bare-bunk trailers, which helps to evenly distribute
= the boat weight and provide trouble-free launching
g and loading at the marina.
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o FeEATURES & BENEFITS 1.,
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o * Designed for all boats - aluminum, fiberglass and

Q wood

= * Eliminates friction between the bottom of the boat 7

= and the runners ﬁ" "
8  Easily installed on carpeted or bare bunks L4

“C’ » Evenly distributes the weight of the boat

'% * Includes stainless-steel screws and instructions M ]§

€ » 6-Piece 2-Foot Trailer Glyde Slicks ideal for boats 8

8 up to 600 pounds

S * 6-Piece 2-Foot Premium Trailer Glyde Slicks ideal

> for boats up to 2,000 pounds

* Made in the USA

PART # DESCRIPTION LENGTH WIDTH THICKNESS COLOR UPC
@ PO5-06W 6-Piece Standard Trailer Glyde Slicks 2 ft. 1-5/8” 7/16” White 045038586065

P0O5-08W 8-Piece Standard Trailer Glyde Slicks 2 ft. 1-5/8” 7/16” White 045038586089
2019 PO6-06W 6-Piece Premium Trailer Glyde Slicks 2 ft. 1-1/2” 7/16” White 045038587505



